




Evaluate/Correct  - Using your photo editing software, evaluate your 
results as displayed on the DOF Ruler in your test captures. In Photo -
shop, applying the Emboss �lter to test images can enhance the visibil -
ity of test results. If the test camera has Auto Focus Micro Adjustment 
capability, use it to correct auto focus errors that you may observe.
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Image Capture - Set the Sight Gate to it’s DOWN (closed) position. Set 
the aperture to its wide open setting (lowest number). Now take the 
test shots using the Auto or Manual focus system (depending on which 
system you are testing). The center AF point should be centered on the 
B focus target section. Capture test shots at the focal lengths and/or 
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Front-Sighting - Mount the Ruler on the Base and adjust the Ruler’s 
angle to position #3. Looking through the camera’s view�nder, re�ne 
the camera’s position until the hole in the rear Focus Target “bullseye” 
is centered in the front Focus Target, and both are centered in the 
frame. This can be viewed by taking a test shot then zooming in on the 
playback image in the camera’s rear LCD. If your camera has a Live 
View function, you can use this with its zoom function to carefully 
check the alignment of the camera to the LensAlign focus target. After 
sighting is complete, do not change the position of the test camera or 
LensAlign. Sighting must be checked and possibly repeated if the 
camera or LensAlign is moved, or the test lens is zoomed or changed.
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Back-Sighting  - (Note: Back-sighting makes camera/LensAlign align -
ment quick and easy. If LensAlign is positioned so that back-sighting is 
not possible, then skip this step). Remove the DOF Ruler and set the 
Sight Gate to it’s UP (open) position. Go behind LensAlign and place 
your eye directly behind the rear Focus Plate. Viewing through the 
center (B) Rear and Front Sighting Holes, adjust LensAlign’s position so 
that the center of the test camera’s lens is viewed in the center of the 
sighting holes.
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Camera Pre-Alignment  - Looking through the test camera’s view�nder, 
adjust the camera’s position so that the center Focus “star” of LensAlign 
(labeled B) is approximately aligned with the center autofocus point of 
the camera, and that the DOF Ruler is visible in the frame.
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Visit lensalign.com/lensaligndoc
for latest documents and video tutorials.
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